Installation instructions for PS-062A power steering cylinder 1955-57 Chevy car
Raise front wheels off the ground. Install floor jacks under each frame rail or at each lower a-arm shaft.

The cylinder lies crossways in
front of the center link.
First drain the fluid from the system,
the best way is to detach the long
hoses from the pump at the valve.

Remove the washer and grommet.
Push the shaft in and away from the
frame bracket. Displaced fluid will
come out of the valve.

Remove the remainder of the shaft
hardware. New hardware is provided
with the new cylinder.

Remove the cotter pin at the
center link shoulder bolt.

Remove the slotted nut with an
11/16" wrench.
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Remove the shaft hardware from the
frame bracket by using a 7/16" wrench
to hold the shaft and a 9/16" wrench to
loosen and remove the 2 nuts. Some
shafts have a cotter pin and slotted nut.

Detach the two hoses at the cylinder.

Remove the shoulder bolt with a
drift punch. Push it all the way
through.
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Remove the cylinder and rubber
grommets from the center link
bracket. A small pry bar may be
necessary to lever the parts out. At
this time check the bracket, it must
be rigid and not loose. If the bracket
is loose, the center link must be
repaired or replaced.

Install the shoulder bolt. A pair of
adjustable pliers may be needed to
squeeze the bolt through, with one
jaw catching the bolt head and the
other jaw under the bracket.

Install the lockwasher and one nut
on the shaft, tighten until the
lockwasher is flat, then install the
second nut tight against the first nut.
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Coat the new grommets and
existing shoulder bolt with some
grease to ease installation.

Install the slotted nut and cotter pin.

Install all hoses. Make sure cylinder
hoses do not cross, they should be
parallel.

Install the grommets onto the loop
end of the cylinder, then install the
cylinder into the center link bracket.
Make sure the hose connections are
ABOVE the shaft. A small
screwdriver may be needed to push
the grommets past the bolt hole.
Make sure the grommet holes and
bolt hole line up exactly.

Install the shaft onto the frame bracket
starting with a washer, grommet and
sleeve on the shaft. After inserting the
shaft onto the frame bracket, install the
remaining grommet and washer.

Use line wrenches to tighten all
connections. Follow bleeding
instructions on next page.
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BLEEDING INSTRUCTIONS
When performing the bleeding process, both front wheels must be completely off the
ground. Under loaded conditions (wheels on the ground), the PS fluid is injected into the
cylinder under extreme high pressure. If any air is present, this will cause a foaming action
with the fluid. It will take several hours, even overnight, to bleed out the air in the system if
this foaming has occurred.
Jack up front wheels and place car on stands. Do not use ramps. Wheels must be free to
turn.

DO NOT START ENGINE
Fill pump with fluid. BEFORE STARTING ENGINE, turn the steering wheel lock to lock
several times. Refill pump with fluid. Again turn steering wheel lock to lock several times.
Check fluid level and refill as needed.
Start and run engine for five seconds. Shut off engine and check fluid level, adding as
needed.
Start and run engine, after at least 10 seconds turn wheels in both directions LIGHTLY
against stops. Refill pump with fluid to correct level.
Let down front wheels and test drive vehicle. Check fluid level.
Refer to the Shop Manual for troubleshooting if necessary.
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